


Availability/ Ordering ability 

Product Overview 

Material No. EAN no. Description 

■ Change codes 
■ Up to 6 doors manageable 

Created on 01.03.2021 

Modified on 01.03.2021 

No. 16 1500 

The Phone & Code consists of a module and cable (with black box). which have been paired with each other 

and only function in this connection. In case of replacement, the module and cable must be exchanged. 

Technical data 

Operating voltage 

Relay data 

Detection distance 

Temperature range 

Housing dimensions 

Dimensions front panel 

Milling dimensions 

9 to 24 V DC (max 250 mA) 

max. 60 VDC or 24 VAC 

max. 0,5 A, max. 10 Watt 

adjustable (short, medium, wide, maximum) 

-20 °c to +60 °c

91,5 x 45,5 x 16 mm 

94x 48,5 mm 

85,3 x 39,8 x 16,8 mm 

New update (01.03.2021)

When installed, the Phone&Code is protected against water penetrating from the outside. 

The internal part of the Phone&Code is not protected against water. It must be ensured that no 

condensation water can penetrate. 

PU Price/Pcs. Material Si D-MG Spout Mater 

ze ial 

781836 9005904359316 ZKS ENEO PHONE & CODE SET GLAS BLACK 1 ST 564,90 01 633298/633 

290 

Product Overview Outlet 

Material No. Description 

633289 

633290 

Pin-Code Tastatur Zutrittskontrollsystem 

Bluetooth Zutrittskontrollsystem 

Roto Frank-Window and Door Technology LLC 

Phase-Out Dal Target CPMS Note 

e 

31.10.2016 

31.10.2016 

80 

80 
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