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Product Information

AL Designo: optimisation measures Tilt Safe
- new components, changes in the area of application and installation drawing -

Overview

System

Window

Product

Roto AL Designo

Concealed hardware for

aesthetic aluminium windows

and balcony doors

Availability / Ordering

ability

Description

As part of optimisation measures, the Tilt Safe has also undergone a

facelift. This has resulted in new components, changes in the installation

drawing (EBZ) and in the area of application.

Due to the complexity and importance of this product segment, the Tilt

Safe chapter with the current index has been removed from IMO_386. 

Instead, we are pleased to inform you that Tilt Safe now has its own

SUG_56 with detailed installation instructions, which are now available for

download in DE and EN in the media portal.

The specifications from the installation drawing (891301 has been

replaced by 2025383) must be observed.

Please note: 

Customer enquiries must always be considered individually to ensure that

all relevant parameters are actually taken into account. We therefore

After the official profile and system 
check via a PA

https://media.ftt.roto-frank.com/link?Dokumententyp=SUG%20-%20Short%20user%20guide&__searchterm=SUG_56%2A&__metalanguage=en-US


always require proof of function as part of an official profile or system

check via a PA.

 

 

 

General hardware properties:

 

Can be used in Roto AL Designo Tilt&Turn hardware in single-sash

windows.

Burglar resistance for RC 2 in tilt position in accordance with DIN EN

1627 to DIN EN 1630.

 

Areas of application:

 

Sash width: 790 - 1300 mm

Sash height: from 800 - 2700 mm (see result of profile check)

hardware axis: 10 mm

Tilt depth: 70 - 95 mm

Sash weight: max. 150 kg

Installation depth: 26.5 mm

 

AL TILTSAFE R Old: 891050 New: 2031099  Gross price: € 88.90

AL TILTSAFE L Old: 891051 New: 2031102  Gross price: € 88.90

 

Please note:

 

For the Facelift Tilt Safe RC 2 application, 4 strikers with/without lock-in

position and 4 special pins must be used.

We also recommend the use of inserts and screws with a strength of 10.9.

The connection of the components and the design (cross-section) of the

profile are decisive for the tilt and burglary protection.

Article Overview

Article Code EAN No. Unit Material Group

2031099 AL TILTSAFE SET R

2031102 AL TILTSAFE SET L 0

Roto Frank Fenster- und Türtechnologie GmbH

Wilhelm-Frank-Platz 1

70771 Leinfelden-Echterdingen

Deutschland




