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Product Information

Motor-driven tilt-only window with cleaning stay

(restrictor & cleaning stay without lock-in position)

  Overview

System

Window

Product

Roto NX
 
The universal hardware
system for modern windows
and balcony doors

Availability / Ordering

ability

Description

 
Tilt-only windows that are opened by motor can reach an opening width of
over 500 mm. When using standard components such as a rebate stay or a
restrictor & cleaning stay, which secure the tilt sash in the tilt width, a
blockage can occur.
This blockage can damage the motorized drive. To prevent this problem,
this section describes how a cleaning stay (restrictor and cleaning stay
without lock-in position) can be used in conjunction with a motorized
operator.
 
Note: Cleaning stay (restrictor and cleaning stay without lock-in position)
only permitted in conjunction with operator!
 
 
 
 
 
 
 



 
 
 
Application range

80 kg
FFH 500 - 2400
FFB 450 - 2400
FFH 500 - 799 Cleaning stay type 1
FFH 800 - 2400 Cleaning stay type 2

Application diagram see illustration 4.
 
Installation instructions

Always use two scissor stays per sash
Corner drive and center lock on the left and right side - see
illustrations 1 to 3
 

PVC windows (with sash parts R 2026074 and L 2026073):

Fix the sash part to the sash with 5 fitting screws
Screw the frame part into the steel reinforcement
Insert the packers supports for cleaning stays from CTL_5
FFH 500 - 799 | cleaning stay type 1
Sash position 132 mm
Frame position 365 mm
FFH 800 - 2400 | Plaster scissor stay type 2 (see figure 1)
Sash position 132 mm
Frame position 510 mm

Timber window (with sash part 2026077):

Fix the sash part to the sash with 2 fitting screws
Position the frame part adjacent to the frame rebate (rebate depth)
Fix the frame part with 3 screws (1 x 45° angled screw connection)
FFH 500 - 799 | cleaning stay type 1
Sash position 107 mm
Frame position 365 mm
FFH 800 - 2400 | cleaning stay type 2 (see illustration 2)
Sash position 107 mm
Frame position 510 mm

Tested according to:
Tested according to RAL-GZ 607/12 - point 3.7 Additional test of the

safety and safety scissors

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 
 
 
 
 
Illustrations:

 
Illustration 1: PVC window

Position of sash part and position of frame part
Image of sash part position

Illustration 2: Timber window

Position of sash part and position of frame part
Image of sash part position

Illustration 3: Component representation
 
1. Standard corner drive
2. center lock
3. sash bearing catch and cleaning stay --> 2026074 R / 2026073 L
4. cleaning stay --> 2026071 / 2026072
5. sash bearing catch and cleaning stay --> 2026077

Article Overview

Article Code EAN No. Unit Material Group

2026071 NX PUTZSCHERE TYP1_SIL 4036263532886 10 04

2026072 NX PUTZSCHERE TYP2_SIL 4036263532893 10 04

2026073 NX FLÜGELLAGER FANG-PUTZSCHERE L_ZIN 4036263532909 50 04

2026074 NX FLÜGELLAGER FANG-PUTZSCHERE R_ZIN 4036263532916 50 04

2026077 NX FANG -UND PUTZSCHERE FLG ST_SIL 4036263532947 50 04
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