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Product Information

Rebate run-up block for timber strikers with length
86.5 in floating-mullion and turn sash
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Availability / Ordering
ability
Available from week 44/2025.

Documentation
See appendix for application
examples

Description

A rebate run-up block or a lifting mishandling device relieves the hardware
and the spacer blocking of closed windows in the long term.

In the case of double-sash windows, the double-sash always requires a
rebate run-up block because the first-opening sash is supported by the
lifting mishandling device on the second-opening sash.

A rebate run-up block can reduce the formation of an A-joint in the middle
section.

Until now, there has been no suitable rebate run-up block for timber
windows with standard lever-operated espagnolette and right/left strikers
(length 86.5 mm).

Application area

- For right/left timber strikers (length 86.5 mm and height 8.5 mm)

- in floating-mullion and turn windows

- rebate clearance 12 mm

- Positionable in the oblong hole of a locking cam - on corner drive or
center lock

- Developed for floating-mullion sash timber windows with standard lever-
operated espagnolette

- Can also be used for floating-mullion sashs for all profile materials with
standard lever-operated espagnolette

- Can also be used for floating-mullion sash timber windows with lever-
operated espagnolette Plus



- Can also be used for turn-only sash timber windows, as run-up block and
travel restrictor

Article Overview
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