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Product Information

Travel restrictor variant overview
Overview

System
Window

Product
Roto NX

The universal hardware system
for modern windows and
balcony doors

Availability / Ordering ability
All items are already available
and ready for delivery.

Documentation
Installation instructions:
- CTL_104
- CTL_105
- CTL_107

Product information:
- PI 01/030
- PI 09 1234
- PI 12 1946
- RPI 25 0072

Description
The items listed in the article list reduce the travel from 36 mm to 18 mm.

Application areas:
- Turn-only hardware (basic security with rebate sash stay)
- Turn-only hardware (RC 1 & RC 2 with DK scissor stay)
- Tilt-only hardware

264603 NX TRAVEL-RESTRICTOR 100
Travel restrictor for internal mounting on the connecting rod
(Standard corner drive, connectable center locks, and espagnolette
connectors)

565965 NX TRAVEL RESTRICTOR K-GTR
Retrofit travel restrictor for external mounting on the faceplate
(sash stay corner drive, center locks, espagnolette connectors, and KSR Turn-
Only/Tilt-Only espagnolette)

284130 NX CORNER DRIVE STD 1V W/TRAVEL REST ATM
Standard corner drive with travel restrictor

https://media.ftt.roto-frank.com/link?__doclanguage=en-GB&__doclanguage=fr-FR&__doclanguage=nl-NL&Dokumententyp=CTL%20-%20Catalogue&__searchterm=CTL_104%2A&__metalanguage=en-US
https://media.ftt.roto-frank.com/link?__doclanguage=en-GB&__doclanguage=fr-FR&__doclanguage=nl-NL&Dokumententyp=CTL%20-%20Catalogue&Produkt=Roto%20NX&__searchterm=CTL_105%2A&__metalanguage=en-US
https://media.ftt.roto-frank.com/link?__doclanguage=en-GB&__doclanguage=fr-FR&__doclanguage=nl-NL&Dokumententyp=CTL%20-%20Catalogue&__searchterm=CTL_107%2A&__metalanguage=en-US


2051021 NX T FZAUL DF
Rebate run-up block for 86.5 mm timber striker in floating-mullion sash and
Turn-Only sash
with travel restrictor for external mounting on a standard corner drive

640820 NX HUBBEGRENZER DEAKTIVIERBAR F AX-EU R
640819 NX HUBBEGRENZER DEAKTIVIERBAR F AX-EU L
Retrofittable travel restrictor for external mounting on an sash stay corner
drive

Please refer to the overview in the appendix for the possible installation
situations.

Article Overview

Article Code EAN No. unit Material Group

264603 NX HUBBEGRENZER F. EU 4003720937089 100 20

565965 NX HUBBEGRENZER F K-GTR 4036263163110 300 20

284130 NX ECKUML STD 1V M. HUBBEGRENZER I ATM 4036263036551 10 20

2051021 NX T FZAUL DF 4036263587749 300 20

640820 NX HUBBEGRENZER DEAKTIVIERBAR F AX-EU R 4036263250032 10 04

640819 NX HUBBEGRENZER DEAKTIVIERBAR F AX-EU L 4036263250025 10 04

Roto Frank Fenster- und Türtechnologie GmbH
Wilhelm-Frank-Platz 1
70771 Leinfelden-Echterdingen
Deutschland
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Bezeichnung: Hubbegrenzer fuer die Montage in die Schubstange
SAP-Artikel: 264603 NX HUBBEGRENZER F. EU
Zeichnung: 286503
Einbaumoeglichkeiten:
--> Montage von innen auf die Schubstange durch aufclipsen
- EU Standard
- MV´s koppelbar
- Getriebeanschluss
(Montierbar auf alle Koppelstellen dieser Art)

Bezeichnung: Hubbegrenzer fuer die Montage in den Stulp
SAP-Artikel: 565965 NX HUBBEGRENZER F K-GTR
Zeichnung: 566832
Einbaumoeglichkeiten:
--> Montage von aussen auf den Stulp durch aufclipsen, auch nachruestbar
- MV´s koppelbar und nicht koppelbar
- Getriebeanschluss
- Kantengetriebe koppelbar
- EU-Axer
(Montierbar auf alle Zapfenlangloecher dieser Art)

Bezeichnung: EU Standard 1V mit 18 mm Hub
SAP-Artikel: 284130 NX ECKUML STD 1V M. HUBBEGRENZER I ATM
Zeichnung: 284130
Einbaumoeglichkeiten:
- vielseitige Einsatzmoeglichkeit mit Beachtung der
Hubbegrenzung, Schaltrichtung 

Bezeichnung: Hubbegrenzer deaktivierbar
SAP-Artikel: 640820 / 640819 NX HUBBEGRENZER DEAKTIVIERBAR F AX-EU R/L
Zeichnung: 640820
Ausfuehrungen: 9 und 13 Achse durch verstellen des Hubbegrenzers / R und L
Einbaumoeglichkeiten:
--> aufschraubbar und nachruestbar
- EU-Axer

Bezeichnung: Falzauflauf mit Hubbegrenzer
SAP-Artikel: 2051021 NX T FZAUL DF
Zeichnung: 505485082
Einbaumoeglichkeiten:
--> Montage durch aufschrauben, nachruestbar
- EU Standard
- MV´s koppelbar

Description: travel restrictor for mounting in the push rod
SAP-article: 264603 NX HUBBEGRENZER F. EU
Drawing: 286503
Installation options:
--> Mounting from the inside onto the push rod by clipping
- standard corner-drive
- centre lock coupleable
- espagnolette connector
(Mountable on all coupling points of this type)

Description: travel restrictor for mounting in the faceplate
SAP-article: 565965 NX HUBBEGRENZER F K-GTR
Drawing: 566832
Installation options:
--> Mounting from the outside onto the faceplate by clipping;
can also be retrofitted.
- centre lock coupleable/not coupleable
- espagnolette connector
- turn only espagnolette coupleable
- stay corner-drive
(Mountable on all pin holes of this type)

Description: stardard corner-drive 1V with 18 mm travel
SAP-article: 284130 NX ECKUML STD 1V M. HUBBEGRENZER I ATM
Drawing: 284130
Installation options:
- versatile application possibilities with consideration of travel restriction
and the sequence of operation

Description: run-up block with travel restrictor
SAP-article: 2051021 NX T FZAUL DF
Drawing: 505485082
Installation options:
--> Mounting by screwing on, retrofittable
- standard corner-drive
- centre lock coupleable

Description: travel restrictor deactivatable
SAP-article: 640820 / 640819 NX HUBBEGRENZER DEAKTIVIERBAR F AX-EU R/L
Drawing: 640820
Versions: 9 and 13 axes by adjusting the travel restrictor / R and L
Installation options::
--> screw-on and retrofittable
- stay corner-drive
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