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Product Information

PAP telescopic rod Roto Solid B PVC and drilling jig
Current range of hinges for PVC doors

  Overview

System
Door

Product
Roto Solid B
 
Butt hinges for doors

Availability / Ordering ability

Description
The items listed below will be removed from the program, as the telescopic
jigs are now only available as pre-assembled versions.
 
Phase out date: immediately or until remaining stocks are used up

Spare parts: are not intended

Return deliveries are not possible!
 
 
This results in the following current jig concept for the PVC butt door hinges:
 
Single jigs standard

2027667 DRILL jig 218 P VE1
2027668 DRILL jig 222 P VE1
2027669 DRILLING jig 318 P VE1
2027670 DRILLING jig 322 P VE1
2027671 DRILLING jig ADAPTER SOLID B PVC RS VE1

 
Single jigs for separate drilling
Accessories for the separate strikerplate of frame and sash in conjunction
with the standard single jigs. This accessory is screwed onto the respective
standard single jig.



Frame: Standard single jig + drilling jig strikerplate frame Solid B PVC
VE1 (SAP 2027673) 
(for screwed overlap and screwed rebate)
Sash screwed overlap: Standard single jig + drilling jig strikerplate
sash Solid B OS VE1 (SAP 2027672)
Sash rebate screwed: drilling jig adapter Solid B PVC RS VE1 (SAP
2027671). Only the sash drilling jig from this set is required.

For separate drilling of the frame, the overlap width of the sash must be 20
mm. If the overlap width is different, drilling must be carried out together
(single jig or telescopic jig).
 
 
Telescopic jigs for joint drilling frame and sash 
The telescopic jig concept is based on a modular principle. Only the desired
individual drilling jigs (218 P, 318P, 222P and 322 P) need to be ordered. For
further explanations, see IMO_578_v1.
 
Telescopic jig overlap screwed :
Telescopic jig for overlap screwed hinges consisting of:
1 telescopic rod incl. strikerplate and holder for single drill guide. 
1 distance plate set (12x 2mm, 6x 1mm, 3x 0.5mm) for different overlap
heights
 
Overlaped screwed DIN right:

Single jig standard (3 pcs.)
2028942 SOLID B TELESCOPIC jig OS R VE1 (1 pc.)

 
Overlaped screwed DIN left:

Single jig standard (3 pcs.)
2028941 SOLID B TELESCOPIC jig OS L VE1 (1 pc.)

 
Telescopic jig rebate screwed:
Telescopic jig for rebate screwed hinges consisting of:
1 telescopic rod incl. strikerplate and pre-assembled sash jig rebate-screwed
3 adapters for frame holes
 
Rebate-screwed DIN right:

Single jig standard (3 pcs.)
2028940 SOLID B TELESCOPIC jig RS R VE1 (1 pc.)

 
Rebate-screwed DIN left:

Single jig standard (3 pcs.)
2028939 SOLID B TELESCOPIC jig RS L VE1 (1 pc.)

 
 
The jigs, regardless of the type of strikerplate, must be screwed to the profile
before drilling so that they do not slip and remain in position.

The current range of jigs can also be found in the Roto Solid catalog
CTL_88_v7.

Article Overview



Article Code Phase-out
date

Target
WüMatSt Comments

2031570 BOHRLEHRE FLÜGELVERB.
RS SOLID B VE1 May 5, 2026 80 kein Nachfolger/no replacement

2030872 TELESKOPSTANGE SOLID B
VE1 May 5, 2026 81 Nachfolger/replacement 2028939, 2028940,

2028941 u. 2028942
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